Low pressure gauge ®
Model : P422 Series

Service intended

The P422 Series are designed to measure low pressure,

vacuum or compound ranges. These models have a stainless steel 316L
measuring element which consists of two formed diaphragms

which have been welded together.
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Nominal diameter
80, 100 and 160mm

Accuracy
+1.6% of full scale

Scale range (kPa, mbar)
-50 ~ 0 to -1 ~ Okpa

-15 ~ 15 to -0.5 ~ 0.5kpa

0 ~1 to 0 ~ 50kpa

Working pressure
Steady : 75% of full scale
Over Range Protection : 130% of full scale

Working temperature
Ambient : -20 ~ 65°C
Flud  :-20 ~ 80°C

Standard features

Pressure connection Movement
Stainless Steel (316SS) Stainless Steel
Dial
Element White Aluminium with
Stainless Steel (31688) Black Graduations
Capsule System: up to 50kPa
Pointer
Aluminium alloy, Black painted
Case
Stainless Steel (304SS) .
Connection
Cover 1/4”, 3/8”, 1/2" PT, NPT & PF
Stainless Steel (304SS)
Window Optional
Safety Glass Liquid Filling (Silicon Oil)
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Base model

PRESSURE GAUGE

Sample
model number
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P422 : Type of mounting

2C

< o o < «Q
(5] B i S [ ST T S
M
M
—~—
Dimensions (mm)
e AVALABLECODE | A | B | C | D | E | F G H | a
- A 81.2 | 785 39.5 | 50.5 | 12
B 81.2 108 | 43 | 50.5 155 %5 s | |
- A 10.3 | 99 50 | 735 | 16
B 101.3 133 | 54.4 | 735 19.4 116 5
= A 160.6 | 159 52.5 |105.5 |15.8
B 160.6 196 | 56 1055 [19.3 178 5.8
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g RANGE UNIT & CODE NOMINAL DIAMETER

g & CODE S : mbar J: kPa 80mm 100mm 160mm

m 105 -500~0 -50~0 o o o
104 -400~0 -40~0 o o o
001 -300~0 -30~0 o o o
103 -250~0 -25~0 o o o
002 -200~0 -20~0 o o o
003 -150~0 -16~0 o o o
004 -100~0 -10~0 o o o
006 -50~0 -5~0 o o o
007 -40~0 -4~0 o o o
008 -30~0 -3~0 (¢} o o
009 -20~0 -2~0 o o o
010 -10~0 -1~0 X X X
073 -150~150 -156~15 o o o
071 -100~100 -10~10 o ¢} o
014 -50~50 -5~5 o o o
016 -40~40 -4~4 o o o
018 -30~30 -3~3 o o o
019 -25~25 -25~25 o o o
020 -20~20 -2~2 (¢} o o
022 -10~10 -1~1 o o o
023 -5~5 -05~05 X X X
058 0~10 0~1 X X X
061 0~20 0~2 o o o
063 0~30 0~3 o o o
065 0~40 0~4 o o o
066 0~50 0~5 o o o
070 0~100 0~10 o o ¢}
116 0~150 0~15 o o o
117 0~200 0~20 o o o
118 0~250 0~25 o o o
119 0~300 0~30 o o o
120 0~350 0~35 o o o
121 0~400 0~40 o o o
123 0~500 0~50 o o o

O : AVAILABLE X : NOT AVAILABLE
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